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Feel the precise printer solution from the
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Fast and Reliable ID Card Printer
IDP’s ne RT-51 is the next generatio
successful and proy
eliability. The upgrad

SMART-51 is upgrade - - : . |
es ID Card Printer. Improvement of Print Speed
-

Enhanced FINE™ Imaging Technology

- Up to 225 cards / hour for single-

New Input Hopper

Removable Ou

Support of Transparent Cards

Q
ribbon and laminate film. Kensington lock sle ed as an : Cartridge type Laminate Film Loading

User-friendly features Support of CR79 Cards
2 cards with its pened.
yith faster printing speed. Top-Side Mag. Encoding
ippe printing) and Laminator - -
printing & laminating) can be easily installed. All-in-One Wpe Lock S?Stem -

can print on transparent cards with magnetic stripe. 1

i stri oding is supported.

— 1 manufactured by IDP Comoration, s a highly engineered
SMEE Series e cpmensoy oo
faimum efficiency for production of plastic cards in commerdial and govemment applications.

SMART series is designed ko support a flexible user environment, which makes it easy fo choose the comect
printer and save money. You can easily add a fipper or laminator, for dual sided printing or laminating, add
anous encoders such as magnetic siripe, cantact or contactiess, and feel confidant that IDP's enhanced
FINE™ Imaging Technology wil produce beautifiully printed high-qualty cards. The SMART Seriesis a
perlect cholce for Employes 1Ds, Membership Cards, Acoess Control Badges, Secure Government
Credentals, Social Senvices Cards, and even the instant issuancs of Banking Cards,

Please come and expenience the flexibiity and quality of the SMART series,

(E2015 D@ Corporaion. Allights nispenid
"SRIART, Wise, CLA-STO o tradesmins or mgistened Sademarks of IDP Copomon. Specifications: and analabiity may change without notice.
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FEATURES

Foai the procive printer $0tion frm the

mark 5y

+ New Input Hopper

200 cards with cover apen | 100 cards by default

200 Cands loading

= Removable -
Qutput Hopper

100 Cands boading

« Top-side Mag. Encoding ("Cption)
+ Support of Transparent Card
+ Support CR79 Type (Factery-installed, "Optien)

+ Improvement of Print speed

+ Enhanced FINE™ Imaging Technology
+ State-of-the-art CPU

+ Reduced Printing Noise

= All-in-ane Lock system ("Optien}

* Easy to Handle Laminate Film Cartridge

+ Back-side Stacker
(up to 100 cards, *Option)

SPECIFICATIONS CONSUMABLES
Model SMART-515 SMART-51D SMART-51L COLOR RIBBONS | —
YMCKO 250 Cards/Roll Full Color Ribbon with
Printing Print Type DyeSublmation Resin Black & Overiay
YMCKOK 200 Cards/Roll Full Cotor Ritban with
Resolution 300dpi / Eige 1o Edge Resin Black, Overlay
- & Black for Back Side
Dl Sice Peinking Dption fith Filpper) o Ves (Pippes Instaled) YMCFKO 200 Cards/ Roll Full Golor Ribbon with
' UV Panel, Resin Black
Card Card Feeding Automatic and Overtay
. i i i . HYMCHO 350 Cards/ Roll Ha¥ Panel Size Color
Card Size & Thickness 150 G or 150 CRTS (0pton-Factory instaled) | 0.33mm (15 - L.0men (40mi) Ribbon with Resin Back
Card Typs PVC, PET, Comgosite PVC and Overtay
Print Speed Monochrome 5 sex/card (120 cardshour) MONO RIBBONS o —
YMCHO freetin & Mesx. 17 sec./caed (212 cands/hour) KO 600 Cards/Roll  Blackwth Overlay
Froetan& Mas, 16 see,ard (225 cards /o, Simutaneous) = AN0Cac Rl Gk
; | Back-an . w 1200 Cards/ Rodl Whie
YMCHO ) Max, nw:wﬂﬁwdsﬂwl 8 1200 Cards, Roll Ble
Laminating Simultaneous | YMCK 22 sicfeand R 1200 Cards/Rol fed
Speed (Ginge Lamination) -
YMCHE 32 sac/rard MG 1200 Cards,/ Roll Metaic Gold
One by One YMCH £33 feard B 200 Corch/ ok et St
(Singhe Lasmingtion) " 50 1200 Cards,/ Rol Seeaten Of
YMOHK 53 30¢/tard
Capacity Input Hopper 100 Cards /200 Cards with cover open SECURITY FILMS rmm
[ HPF 250 Cards/Roll Hologram Pateh Film
Output Hopper Frent: 40 Cards, / Baek : 100 Carnds (Optienal Backside Statker) o
CPF 250 Cards; Roll Ciear Patch Film
System Display & Control Panel 2 Uné LD/ 2 LED Buttons
Supported Flatforrms Micrisaft Windews 7/ 8,/10, Mac 05, Linux Specifications and availability may change without notice.
Communication US8, Ethemet {Optian)
Power Supply Free Voltage (AC 100/ 220, 50-60Hz)
Power Consumption 48 48 %
Temperature/Humidity 15-38° f 35705
Security Physical Lock Ingast Hopper & Rtibben (Option) f Lamirate Film {Option)
Hersington Lock Dgtion .
Dimensions WlxH (Millimeter / Inch) 1652300 x 210/ BSx 154 x B3 | 1652408x210/65x196x83 | 1651675x 210/ 655 266183 EAIphacard
Ibs 45710 527115 4
. d . d . e www.alphacard.com
Encoding Option | Magnetic E50 7814 (Track L I, 1l Read Wrte, HCo/ LoCol. JIS (877) 232-6799
Contact 150 TR16 D)
Contactiess MIFARE. IS0 14443 (Type A/ B). 150 15693, DESFIRE, ICLASS

* e Spabied : My RIS R S0 eariin.
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